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Note: Pin#{ PART NO. DIM A
1 Material: =y 0
1.1 Housing: High temperature %n BCS2. 071702-G3 : |
thermoplastic UL94v—0 3Pin | BCS2.0-1703-G3 6.0
— 1.2 Contact: Phosphor Bronze 4Pin | BCS2.0-1704-G3 8.0
5Pin BCS2. 0-1705-G3 10.0
2.Finish:
‘ » 6Pi BCS2.0-1706-G3 | 12.0 |°
2.1 CONTACT: Gold selective 3u plated ,n
L0 01| 6,00 on contact area; TPin | BCS2.0-1707-G3 | 14.0
| | 8Pin BCS2. 0-1708-G3 16.0
3 Specification: REV. DATE TORRANCE e _
] Bpﬂ Current rating: 2A Max. X #015 | x.c g1 ‘ ”E?H%{ﬁﬁﬁgﬁaf
N et et N s N 3.2 Dielectric withstanding o : T e prat _ _
voltage: 500 V(ac) r.m.s. Kovinlao foow snoos oo soosd 1 1 Con T
5.5 Contact resistance: 30m0) Max. DESIGNED KevinMao PROJECTION Battery 4P 2mm pitch H=1. 7mm
5.4 Insulation resistance: 500MQ Min. . VODEL
. . . H KED > E» ’ —
3.5 Operating Temperature: —40°C~85°C cHE EricPeng @ BCS2. 0-1704 A4
3 \ 4 \ APPROVED SCALE: ‘ UNIT: mm ‘ SHEET: 1/1
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 Note:  1.Material:    1.1 Housing: High temperature        thermoplastic UL94v-0    1.2 Contact: Phosphor Bronze  2.Finish:    2.1 CONTACT: Gold selective 3u" plated        on contact area;  3.Specification:    3.1 Current rating: 2A Max.    3.2 Dielectric withstanding         voltage: 500 V(ac) r.m.s.    3.3 Contact resistance: 30mΩ Max. Max.    3.4 Insulation resistance: 500MΩ Min. Min.    3.5 Operating Temperature: -40°C~85°C


	圖紙和視圖
	模型


